How to Plant a Slash Pine Tree
Soil

Slash pine trees are generally planted in spring when seedlings are easily found at greenhouses and nurseries. Growing a slash pine tree isn’t difficult, as the tree tolerates a variety of soils, including loam, acidic soil, sandy soil, and clay-based soil.


Soil pH

This tree tolerates wet conditions better than most pines, but it also withstands a certain amount of drought. However, it doesn’t do well in soil with a high pH level.



Light Needs

Slash pine trees need at least four hours of direct sunlight per day.




Slash Pine Tree Size when Mature

The Slash Pine grows at a relatively fast rate, attaining about 14 to 24 inches of growth per year. This is a good-sized tree that reaches heights of 75 to 100 feet at maturity.




















Planting Slash Pine in the Ground



Step 1


[bookmark: _GoBack]Start by digging your planting hole at least three times as wide and as deep as or not much deeper than the root ball of your Pine. The wider the hole the better. Place native soil removed from planting hole around the perimeter of the hole, in a wheel barrow, or on a tarp.





Step 2


Depending on the type, fertility and porosity of the soil in the planting area, it may be beneficial to amend the native soil. When planting your pine in dense clay or other compacted soils it is beneficial to thoroughly mix in some bagged top soil or a good planting mix at a 50/50 ratio with the native soil removed from the planting hole. When planting in very sandy, quick-draining soil you might want to consider mixing in some top soil, peat moss and/or compost to help retain moisture. When planting in well-drained but moist soil of average fertility there is no need for adding a soil amendment.


Step 3


To remove your pine from the nursery container it was growing in, firmly grasp the tree or shrub by the base of its trunk and try to gently lift and remove it from its container. If the root ball is stuck in the container either cut the container away or place the plant on it's side and tap on the side of the container to loosen the root ball. After having removed the plant from the container, use your fingers or a claw tool to loosen some feeder roots around the surface of the root ball. If root bound, you can spray the sides and bottom of the root ball with a stream of water from a garden hose. This will help to wash away some soil from the exterior of the root ball making it easier to loosen roots.


Step 4


If you are planting in well-drained soil set your pine in the planting hole so that the top edge of the root ball is at or slightly above ground level. If your soil drains slowly, holding water for an extended period of time after rainfall or irrigation, the top of the root ball should be 2 to 3 inches above ground level. If necessary, add some backfill soil mixture to the bottom of the hole to achieve proper planting height. 

Note: If the soil is poorly drained (constantly soggy or wet) either improve drainage or plant the root ball in a raised mound entirely above ground level or select a different plant species more tolerant of wet soils. 
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Step 5


After setting your pine in the planting hole, use one hand to hold the tree straight and your other hand to begin back-filling your soil mixture around the root ball, tamping as you go to remove air pockets. When you have filled the hole to the halfway point you can soak the soil. Then continue back-filling to the top edge of the root ball. If you are planting higher than ground level taper your soil mixture gradually from the top edge of the root ball to the ground level, as shown in the planting diagram above. To avoid suffocating your plant, avoid placing any soil on top of the root ball. You can place mulch on top of the root ball later. 


Step 6 (Optional)


When planting pine in a location that is far from a water source, and that has well-drained soil, you can use remaining soil mixture to build a water retaining berm (catch basin) around the outside perimeter of the planting hole. This basin will help to collect water from rainfall and irrigation often reducing the need for hand-watering. The berm can be removed after a year or so when your tree has established itself.



Step 7 


Next, deeply water the planting area, including the root ball, to a depth equal to the height of the root ball. 


Step 8


To conserve moisture and to suppress weed growth, apply a 1 to 2" layer of cured, shredded or chipped wood mulch or pine straw around the planting area. As the mulch decomposes it will add vital nutrients to the soil that your plant will appreciate. Avoid the use of freshly chipped or shredded wood for mulch until it has cured in a pile for at least 6 months, a year is better. Avoid placing or piling mulch directly against the base of your pine as doing so could cause the bark to rot.
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